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PROPOSALS FOR THe LABOR AND MATHRIALS IN THE COMPLETION 
OF TH 
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PIII 


Sealed Proposals will bo reecived at the Offico of the Super 


‘yising Architect, Treasury Department, Washington, D.c. untir & 


, “enelock PoMe, on the Li cnams of flhatete— 1889, fer the labor 


. 
Pin dey pee 


ana materials required in the eompicsion of tne Excavation, Unde 


Ci. 

- p bo ‘pinning and Concrete work required for the Extension of the U> So 

; fate x 

cag ape Mitt, Building, at PHILADELPHIA, PAs in accordance with the speci~ 
The Gr ‘ . 

‘to do ‘Pication and drawings, copies of whieh may be seen at the Office 
Batis ith 


of hubs Gaui — the Superint endont of Construction in Ue S. Post Office buiiding 


The « 
coyeouue 9 Bach bid must be accompanied b 


according |s 


March 1889, 


y a certificd check for 8990300 


WILL. A. FRMRET, 


“f Atrial mst a E 
. ee Mes on Supervising Architects 


ae 
Tf the contractor fail to complete the work within the time specified in the contract, a forreiture o1 | Paik 
dollars will be exacted for each day’s delay. a eae 


[For drawings, see No. / , Addenda. ] 
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SPECIFICATION. 





2—GENERAL CONDITIONS. 
CONDITIONS OF BID. 


[See No. , Addenda. ] 


Proposals are to be made on a blank form hereto attached, and must state the sum or rate required to fulfill a con- 
tract in accordance with the specification and drawings; also the time required to complete the contract. 

With each bid must be sent a certified check for $8 20-0, O70, drawn to the order of the Treasurer of the United 
States, as a guarantee that the bidder will perform the work if the contract be awarded him; and, if the Department so 
desire, will execute a formal contract within two weeks from the receipt thereof for the said work, giving a satisfactory 
bond for the faithful performanee of the same. 

The cheeks of the unsuccessful bidders will be returned upon the award of the contract; that of the successful bid- 
der, upon the approval of the formal contract by the Secretary of the Treasury, or upon the satisfactory completion of 
the work, in case such contract shall not have been required. Should the successful bidder refuse or fail to execute such 
contract or bond, his check will be forfeited, and the contract become null, if the Secretary of the Treasury shall so direct. 

Proposals will be considered only from parties giving satisfactory references. 

Each bidder to submit with his bid samples of the stone, betek, cement, sand, mearble—tiine—endGuished nocd 
he proposes to use, and such other samples as may be required for approval afterwards. No bid will be considered unless 
the check and samples are at this office at the time of the opening of the bids. 

In case standard samples are on file in this office, or the bidder wishes samples submitted on some other building to 
apply to this bid, attention must be called thereto in his proposal, or the samples will not be considered as received. 

The names of the officers of any corporation, or of the members of a firm, submitting a bid, must be given in full in 
the proposal, in addition to the corporation, or the firm, signature. 

Parties obtaining copies of the drawings, &c., must return them within days trom the date of receipt. 


Each proposal must be inclosed in an envelope, sealed, and indorsed ‘‘ Proposal for the labor and materials required 


in the eveetier-amd completion of the Brited-States I. C a1m lou. ; Uwoler fain ene pp AA H, 
Cr enete woh. caae ht out leis fe oe oe a (gg OE Mi. JS 2 oe CL a q- cn he 
Ple hes Ua. | er. 


and addressed to the Supervising Architect, Treasury Department. 

The Government reserves the right to reject any or all bids, and to waive defects, should it be deemed in its interest 
to do so. | Sed Se 2 Oe ee 

Hach bidder is requested to examine the Site, and must assume responsibility for all errors or omissions on account 
of his failure to do so. 

The dimensions given on the drawings are in accordance with the general plans; but as variations may occur, or may 
have occurred, in construction, the contractor is required to make his measurements at the building, construct his work 
accordingly, and will be held responsible for any errors in his figures and for the proper fitting of his work. 





CONDITIONS OF CONTRACT. 


Proposals must inelude the furnishing of labor and materials—with scaffolding, fixtures, machinery, tools, &¢.— 
necessary for the complete and substantial execution of everything described, shown, or reasonably implied in the speci- 
fication and drawings, without any extra charge whatever, and to the satisfaction of the Supervising Architect, whose 
decisions on all questions pertaining thereto shall be final. 

All materials must be the best of their several kinds, and all workmanship of the best quality. 

The Supervising Architect reserves the right tomake any alterations in the work without affecting the validity of the 
contract; the value of such alterations, at market rates, to be taken from or added to the amount to be paid under the 
contract, but no additional compensation will be allowed unless the price be first agreed upon and the work authorized, 
in writing, by the Supervising Architect. 

The contractor must lay out his own work correctly, and be responsible for measurements. The contractor must 
give to the proper authorities all requisite notices, obtain official permits and licenses, and pay all proper fees for the 
same, and must be responsible for all damage or injury caused to persons and property through his operations. 

The Supervising Architect, or the superintendent, may require the contractor to remove from the premises such of his 
materials or work as is not in accordance with the specification, and to substitute, without delay, satisfactory work and 
materials, the expense attending the same to be borne by the contractor, 


=~ rt 






All rubbish must be removed and the premises be left broom-clean. 

Generally, payments will be made as the work progresses and in accordance with the terms of the contract, 10 per 
cent. of the value of the work done being retained until the final acceptance of the work. 1 r 

If the contractor fail to complete the work within the time specified in the contract, a forfeiture of 7a f fo _ 
dollars will be exacted for each day’s delay. ( U 


[For drawings, see No. f , Addenda. ] 
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38.—EXCAVATION. 


Hxeavation for building, trenches, pier-footings, eeeas, &e., to be of depth and extent shown on drawings. The 
banks to be dug well away from walls, and supported with timbers or sheet-piling where required. The bottoms of all 
excavations to be level and true. 

All superfluous earth and rubbish to be removed after sufficient has been retained for grading and other purposes. 

The excavation for soil-pipes, drains, man-holes, cut-offs, &c., te-bewmede-as shownurl¢ nut he inclu ted 


lenware 


to be laid as shown, all uniformly graded, the bed hollowed fr hubs, all jointed with clear, fYesh Portland cement, and 
the joints scraped smooth inside as laid. The trench to be left open until the pipe has been inspected. 


Three-inch agricultural drai! aoe anes to be pease’ an lard all ued ae outzide was of the building, after thé 
be covered with broke 





Rock EXCAVATION. 


The contractor to remove all rock, bowlders, old masonry or briek-work, &e., that may be found while excavating, 
and to do all necessary blasting. 

Where the building is to rest upon rock, stepping may be required for the trenches, and the whole pit to be exca- 
vated to a reasonably smooth level, to receive the concrete for cellar or basement floor, as shown on drawings. 


[See No. a , Addenda. ] 


4—CONCRETE. 


The trenches, of dimensions shown on drawings, to be filled with conerete. The concrete to be composed of five 
parts of sound stone, broken to about the size of 2-inch cube, two parts of clean sharp sand and one part of American 
hydraulie cement, to be well mixed and laid in layers about 6 inches thick and gently rammed down. Each layer to be 
wet before the next is added, and leveled with a skim coat of cement-mortar properly grouted in. Proper provision 
to be made for the passage of drain- pipes, We., f 





where vo teal 





or shown on oe SCTIteTs 
[ k arch. 
ent conerete. The coneret 





STONE FOOTINGS. 


E the mamhor of Ane € 
Stone footings to be furnished iy set on top of concrete + where shown, in ere. courses, breekinejoiits, ot dimen- 


sions shown on drawings, anc We oF feo Afferent Koc J fa OS Fe 
[See No. ‘e, , Addenda. ] 
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U.S. HIN? PHILADELPHIA, PAs 


ARPRENDAs 
a 

The Contractor +o furnish 211 labor and miterials and do all 
the general and trench exsavation, take down eross walle in Past 
and West Pavilions, do ail underpinning of wells ané lay all the 
concrete foundations and stone footings required fer the Ixtension 
of the U.S. Mint building at Philadelphia, Pa, in etrict accordane 
with this specification end dravings How, « and 5. 


WORK NOT INCLUDED. 


ee UD ee OD te on ee oh ee oh ae Op an a Oy 


The excavation for the drains, manholce, éc., will not be in- 
cluded. 


DESCRIPTION OF DRAWINGS, 
Om the drawings the walls shown by hatched linca are new walls, 
@1il other work is olf work and im Pisce. 
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TAKING DOWN OLD VOR, 

The fontracter to take down the oross walls in Basement in the 
Bost and West Paviliens, on Chestnut Strect front, diso the arches 
and iron beams forming and supperting the first floor of theso por- 
tions of the present bulldinr. 


The materiel taken out of walls &e., to be eleaned by the 
contractor and neatly piled in such places as may be directed by 
the Superintendcnt and alk rofuse materiad and debris to be ren 
moved from the premiccse. 


ee 


a 


he en mm eabene whe ie 


UNDERPINNING. 

The Gontractor to do all necessary shoring, underpinning, &c., 
required and as shown on drawing. All necessary jacks, blocking, 
&éc,, to be furnished by the contractor and the contractor will be 
held responsible for any damage done to the building by impropor 
shoring or weiorpinning. 


Supervising Architect. 
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ARARENDAs 
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The Contractor +o furnish 221 labor end miterials and to atl 
the general and trench excavation, take down eross walle in Past 
and West Pavilions, do e121 underpinning of wells ané iay o11 the 
concrete foundations and stone footings required fer the Ixtension 
of the U.S. Mint building et Philadelphia, Pa, in atrict accordane 
with this specification end drawings How, ¢ and 5. 


WORK MOT INCLUDED. 
The oxcavation for the drains, manholes, éc., will not be in- 
cluded. 


DESCRIPTION oF DRAWINGS. 
Om the drawings the walls shom by hatched lines are new walls, 
all other work is olf work and in fisct. 
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TAKING DOWN OLD WORK. 

The fontraector to take down the oross valle in Basement in the 
Bast and Weet Pavilions, on Chestnut Strect front, diso the archos 
and iren beams forming end supporting the first floor of th®so por~- 
tions of the present buildinn. 


The material taken out of valis &e., to be elcaned by the 
contractor and neatly piled in such places as my be directed by 
the Superintendcnt and ali rofuse materiag and debris to be ren 
moved from the premises. 
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UNDERPINNING. 

The Gontractor to do all necessary shoring, underpinning, &eo,s 
required and as shown on drawing. All neccessary jacks, blocking, 
&o,, to be furnished by the contractor and the contractor will be 
held responsible for any damage done to the building by improper 
shoring or undorpinning. 


Supervising Architect. 
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Specification for the Labor and Materials 
In the Ereetion-and Completion of 


The Excavation, Underpinning, and Concrete Work required for the Extension of the U.S. Mint 
Building at Philadelphia, Pa. 


Contents. 


Advertisement. 

General Conditions. 
Excavation. 

Concrete. 

. Underpinning Brick Work 
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23.Vault Deors 
Blank Proposal. 


Note. — The red numbers in specification refer to paragraphs, with corresponding numbers, in 
Addenda, which form a part of the specification, and must be read in connection with it. 
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Proposals for the Labor and Materials in the Completion of the Excavating, Underpinning & 
Concrete Work Required for the Extension of the U.S. Mint, Building, at Philadelphia, Pa. 


Sealed Proposals will be received at the Office of the Supervising Architect, Treasury 
Department, Washington, D.C. until 2 O’clock P.M., on the 18th day of March 1889, for the 
labor and materials required in the completion of the Excavation, Underpinning and Concrete 
work required for the Extension of the U.S. Mint Building, at Philadelphia, Pa. in accordance 
with the specification and drawings, copies of which may be seen at the Office of the 
Superintendent of Construction in U.S. Post Office building. 


Each bid must be accompanied by a certified check for $200.00 
March 1889, 


Will. A. Freret 
Supervising Architect. 
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Specification. 
2.— General Conditions. 


Conditions of Bid. 





(See No. , Addenda.) 

Proposals are to be made on a blank form hereto attached, and must state the sum or rate 
required to fulfill a contract in accordance with the specification and drawings; also the time 
required to complete the contract. 


With each bid must be sent a certified check for $200.00, drawn to the order of the 
Treasurer of the United States, as a guarantee that the bidder will perform the work if the 
contract be awarded him; and, if the Department so desire, will execute a formal contract within 
two weeks from the receipt thereof for the said work, giving a satisfactory bond for the faithful 
performance of the same. 


The checks of the unsuccessful bidders will be returned upon the award of the contract; 
that the successful bidder, upon the approval of the formal contract by the Secretary of the 
Treasury, or upon the satisfactory completion of the work, in case such contract shall not have 
been required. Should the successful bidder refuse or fail to execute such contract or bond, his 
check will be forfeited, and the contract become null, if the Secretary of the Treasury shall so 
direct. 


Proposals will be considered only from parties giving satisfactory references. 


Each bidder to submit with his bid samples as may be required for approval afterwards. 
No bid will be considered unless the check and samples are at this office at the time of the 
opening of the bids. 


In case standard samples are on file in this office, or the bidder wishes samples submitted 
on some other building to apply to this bid, attention must be called thereto in his proposal, or the 
samples will not be considered as received. 


The names of the officers of any corporation, or of the members of a firm, submitting a 
bid, must be given in full in the proposal, in addition to the corporation, or the firm, signature. 


Parties obtaining copies of the drawings, &c., must return them within days from the 
date of receipt. 


Each proposal must be inclosed in an envelope, sealed, and indorsed “Proposal for the 
labor and materials required in the ereetion-and completion of the United-States excavation, 
underpinning concrete work for the extension of the U.S. Mint at Philadelphia, Pa. and addressed 
to the Supervising Architect, Treasury Department. 


NARA RG104, Entry 1, Box 149 


The Government reserves the right to reject any or all bids, and to waive defects, should 
it be deemed in its interest to do so. 


Each bidder is requested to examine the building and site, and must assume responsibility 
for all errors or omissions on account of his failure to do so. 


The dimensions given on the drawings are in accordance with the general plans; but as 
variations may occur, or may have occurred, in construction, the contractor is required to make 
his measurements at the building, construct his work accordingly, and will be held responsible 
for any errors in his figures and for the proper fitting of his work. 


Conditions of Contract. 


Proposals must include the furnishing of labor and materials — with scaffolding, fixtures, 
machinery, tools, &c.— necessary for the complete and substantial execution of everything 
described, shown, or reasonably implied in the specification and drawings, without any extra 
charge whatever, and to the satisfaction of the Supervising Architect, whose decisions on all 
questions pertaining thereto shall be final. 


All materials must be the best of their several kinds, and all workmanship of the best 
quality. 


The Supervising Architect reserves the right to make any alterations in the work without 
affecting the validity of the contract; the value of such alterations, at market rates, to be taken 
from or added to the amount to be paid under the contract, but no additional compensation will 
be allowed unless the price be first agreed upon and the work authorized, in writing, by the 
Supervising Architect. 


The contractor must lay out his own work correctly, and be responsible for 
measurements. The contractor must give to the proper authorities all requisite notices, obtain 
official permits and licenses, and pay all proper fees for the same, and must be responsible for all 
damage or injury caused to persons and property through his operations. 


The Supervising Architect, or the superintendent, may require the contractor to remove 
from the premises such of his materials or work as is not in accordance with the specification, 
and to substitute, without delay, satisfactory work and materials, the expense attending the same 
to be borne by the contractor. 


Dwarfiwals-mustin ne-ease be- connected by bound to-mantiwaHs, but be teft frees and 
sits, platforms, steps, ce. that aretorest-on cwarhwals must net be setrantit the mainwalts 
shall have settled. 








All rubbish must be removed and the premises be left broom-clean. 
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Generally, payments will be made as the work progresses and in accordance with the 
terms of the contract, 10 per cent of the value of the work done being retained until the final 
acceptance of the work. 


If the contractor fails to complete the work within the time specified in the contract, a 
forfeiture of fifty dollars will be exacted for each day’s delay. 


(For drawings, see No. 1, Addenda.) 


3.— Excavation. 


Excavation for building, trenches, pier-footings, areas; &c., to be of depth and extent 
shown on drawings. The banks to be dug well away from walls and supported with timbers or 
sheet-piling where required. The bottoms of all excavations to be level and true. 


All superfluous earth and rubbish to be removed after sufficient has been retained for 
grading and other purposes. 


The excavation for soil-pipes, drains, man-holes, cut-offs, &c., te-be+made-as shown will 
not be included. 


From man-hole to sewer, about ____ feet of ___ best glazed earthenware drain-pipe to be 
laid as shown, all uniformly graded, the bed hollowed for hubs, all jointed with clear, fresh 
Portland cement, and the joints scraped smooth inside as laid. The trench to be left open until the 
pipe has been inspected. 


Three-inch agricultural drainage-pipes to be furnished and laid all around the outside 
walls of the building, after the asphalt coat is on, with proper descent to pipe connecting with 
drain outlet of building, and to be covered with broken stone to within four inches of grade-line 
of ground, laid close to the asphalted walls, diminishing towards the top, the remainder of the 
opening to be filled with earth. 


Rock Excavation. 


The contractor to remove all rock, boulders, old masonry or brick-work, &c., that may be found 
while excavating, and to do all necessary blasting. 


Where the building is to rest upon rock, stepping may be required for the trenches, and 
the whole pit to be excavated to a reasonably smooth level, to receive the concrete for cellar or 


basement floor, as shown on drawings. 


(See No. 2, Addenda.) 
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4.— Concrete. 


The trenches, of dimensions shown on drawings, to be filled with concrete. The concrete 
to be composed of five parts of sound stone, broken to about the size of 2-inch cube, two parts of 
clean sharp sand and one part of American hydraulic cement, to be well mixed and laid in layers 
about 6 inches thick and gently rammed down. Each layer to be wet before the next is added, and 
leveled with a skim coat of cement-mortar properly grouted in. Proper provision to be made for 
the passage of drain-pipes, &c., where necessary, or shown on drawings. Centers for inverted 
arches, where shown on drawings, to be formed of concrete to suit the line of the extrados of the 
brick arch. 


The arches for wood floors to be leveled up to within 3 1/8 inches of finished floor with 
cement concrete. The concrete to be filled in to the top of the strips after the wooden strips are 
laid. 


Concrete for tiled floors to be leveled up to within 2 inches of floor-line. 

The floors of water-closet room, hall, and stair-hall in basement, to receive a layer of 
cement concrete 4 inches thick, with one coat of cement plaster, 1 inch thick, of half Portland 
cement and half sand, laid smooth and properly graded. 

Stone Footings. 

Stone footings to be furnished and set on top of concrete erwhere shown the number of 

twe courses, breakingjeimts, and of dimensions shown on drawings, and be of the different kinds 


of stone noted. 


(See No. 3, Addenda.) 
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U.S. Mint Philadelphia, Pa. 


Addenda. 
1 

The Contractor to furnish all labor and materials and do all the general and trench 
excavation, take down cross walls in East and West Pavilions, do all underpinning of walls and 
lay all the concrete foundations and stone footings required for the Extension of the U.S. Mint 


building at Philadelphia, Pa., in strict accordance with this specification and drawings Nos. 4 and 
5. 


Work Not Included. 





The excavation for the drains, manholes, &c., will not be included. 


Description of Drawings. 





On the drawings the walls shown by hatched lines are new walls, all other work is old 
work and in place. 


Zs 


Taking Down Old Work. 





The Contractor to take down the cross walls in Basement in the East and West Pavilions, 
on Chestnut Street front, also the arches and iron beams forming and supporting the first floor of 
these portions of the present building. 


The material taken out of walls &c., to be cleaned by the contractor and neatly piled in 
such places as may be directed by the Superintendent and all refuse material and debris to be 
removed from the premises. 


3 


Underpinning. 


The Contractor to do all necessary shoring, underpinning, &c., required and as shown on 
drawing. All necessary jacks, blocking, &c., to be furnished by the contractor and the contractor 
will be held responsible for any damage done to the building by improper shoring or 
underpinning. 


Will. A. Freret. 
Supervising Architect. 
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U.S. Mint Philadelphia, Pa. 


Addenda. 
1 

The Contractor to furnish all labor and materials and do all the general and trench 
excavation, take down cross walls in East and West Pavilions, do all underpinning of walls and 
lay all the concrete foundations and stone footings required for the Extension of the U.S. Mint 


building at Philadelphia, Pa., in strict accordance with this specification and drawings Nos. 4 and 
5. 


Work Not Included. 





The excavation for the drains, manholes, &c., will not be included. 


Description of Drawings. 





On the drawings the walls shown by hatched lines are new walls, all other work is old 
work and in place. 


Zs 


Taking Down Old Work. 





The Contractor to take down the cross walls in Basement in the East and West Pavilions, 
on Chestnut Street front, also the arches and iron beams forming and supporting the first floor of 
these portions of the present building. 


The material taken out of walls &c., to be cleaned by the contractor and neatly piled in 
such places as may be directed by the Superintendent and all refuse material and debris to be 
removed from the premises. 


3 


Underpinning. 


The Contractor to do all necessary shoring, underpinning, &c., required and as shown on 
drawing. All necessary jacks, blocking, &c., to be furnished by the contractor and the contractor 
will be held responsible for any damage done to the building by improper shoring or 
underpinning. 


Will. A. Freret. 
Supervising Architect. 
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[Abstract:] Excavating, underpinning and concrete work & materials, Extension of the US. 
Mint, Phila. Pa. 
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Proposal for the Excavation, Underpinning, and Concrete Work required for the 
Extension of the U.S. Mint Building at Philadelphia, Pa. 


Mr. Will A. Freret, 
Supervising Architect, 
Treasury Department, 
Washington, D.C. 

Sir: 


hereby propose to furnish all labor and materials required for the excavation, 
underpinning, and concrete work required for the U.S. Mint Building at Philadelphia, Pa. 


In strict accordance with the specification and drawings, for the sum of 
Time to complete 


(Signature.) 
(Address.) 


Members of Firm: | 


